@ SUPERLUM

SLD-CS-series Compact High Power Broadband Light
Source Modules.
SLD-CS-381-HP3-SM-795-1. Performance Examples.

=
o
o

o
~
ol

o
u
o

/

\

0.25

Spectral intensity, a.u.

_“

/

\

N

0.00

Wavelength, nm

760 770 780 790 800 810 820 830

=
o

o

KN
o

/|

wl /]

/

301/

N\

Spectral density, dBm/nm

-40

N

760 770 780 790 800 810 820 830
Wavelength, nm

Spectrum at 20 mW power level

Spectral density at 20 mW power level

o

=
o

-20

Coherence function (10 log), dB

0

5

Mirror displacement, mm

10

. 1.00
>S5
@
§ 075
C
2 0.50
(D)
(&)
o 0.25
(]
e
S J k
© 0.00
008 -004 000 0.04

Mirror displacement, mm

0.08

(extended displacement)

Coherence function at 20 mW power level

Coherence function at 20 mW power level
(short displacement)

Superlum, Unit B3, Fota Point Enterprise Park, Carrigtwohill, Co. Cork, Ireland.
Phone: +353 21 4533666, Fax: +353 21 4533026, Web site: www.superlumdiodes.com, E-mail: sales@superlum.ie.




